
UV IRRADIANCE METER

The product has been corrected by strict spectrum and Angle 

characteristics, stable performance and strong applicability. 

The instrument is suitable for the measurement of ultraviolet 

irradiance in sterilization, lithography, UV sterilization lamp, 

mosquito killing lamp water treatment, mosquito killing lamp, 

shoe factory, leather factory medical treatment, breeding and other fields.

1. The spectrum and Angle characteristics are strictly corrected, 

    and the stability is good

2. Microcomputer technology, low power consumption, high 

    precision

3. Digital LCD display, backlight operation

4. The number has a Hold function, Hold key, lock data, 

    easy to record and compare

5. The instrument comes with USB cable can be directly 

    connected to the computer USB interface (optional)
Product Parameter

Display LED

screenPower 
measuring range

 

 

 Temperature 0-50℃(32-122℉)

 Humidity Less than 80%RH
 

Power Supply 1.5AAA*4 batteries

Weight ≈200g(including battery)

Size  Host: 140x72x34 mm Sensor:59xφ58mm

2.000mW/20.00mW/200.0mW/cm²

Measurement 
accuracy ±5 %

Resolution 0.1 mW/cm²

Standard line the line length is 1 meter, and the extension must be customized

Sampling time ≈ 0.5 seconds

P e a k

Model LT34-UVA LT34-UVB LT34-UVC LT34-UVA340
 (UVA+UVB)

LT34-UVV395
 (UVA+UVV)

LT34-UVV420 LT34-UV Full

365±5nm
(Bottom width315-400)

297±5nm
(Bottom width280-315)

254±5nm
(Bottom width200-280)

340(290-390) 395(340-420) 420(395-445) 365(200-400)

LT34-UVA/B/
   C/UVV
Ultraviolet multiband

(315-400)(280-315)
(200-280)(340-420)

Standard Host, instruction manual, portable case

Optional Bluetooth adapter and software,RS-232

model:

LT34-UVA  LT34-UVB  LT34-UVC  LT34-UVA340(UVA+UVB)
LT34-UVV395(UVA+UVV)  LT34-UVV420  LT34-UV Full  
LT34-UVA/B/C/UVV

mW/cm²

UV IRRADIANCE METER

SEND HOLD

 

 

显示器 液晶显示屏

功率测
量范围 

 

 

 温度 0-50℃(32-122℉)

 湿度        小于 80%RH
 

电源 4节7号电池

重量 约200g(包括电池)

尺寸 主机:140x72x34 mm

 

传感器：59xφ58mm

2.000mW/20.00mW/200.0mW/cm²

测量精度  ±5 %

分辨率  0.1 mW/cm²

标准线  线长1米,加长须定制

取样时间  约0.5秒

峰 值

型 号 LT34-UVA LT34-UVB LT34-UVC LT34-UVA340
 (UVA+UVB)

LT34-UVV395
 (UVA+UVV) LT34-UVV420 LT34-UV Full

365±5nm

(底宽315-400)

297±5nm

(底宽280-315)

254±5nm

(底宽200-280)
340(290-390) 395(340-420) 420(395-445) 365(200-400)

LT34-UVA/B/
   C/UVV
紫外多波段

(315-400)(280-315)
(200-280)(340-420)

标配 主机 便携盒使用说明书

选配 蓝牙适配器及软件，RS-232

product description
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